
2025/04/11 18:39 1/1 Service Note No. 12 - Initiation

Envirologic Support Wiki - https://wiki.envirologic.se/

Service Note No. 12 - Initiation

Press F1 – Init Counters until the number 1 appears in the field to the right.1.
Press F4 – Exit.2.
Press F2 – Manual3.
Lift the boom to horizontal level (arrow down).4.
Extract the telescope about 0,5m (F1 + arrow up).5.
Run the arm out to vertical level (F1 + arrow right).6.
Turn the nozzle and stop when it points to the left (F2 + arrow left).7.
Park the arm, F1 + arrow left until it stops.8.
Park the telescope, F1 + arrow down until it stops.9.
Turn the tower approx. 45º to the right of center (arrow right).10.
Park the tower, arrow left until it stops.11.
Park the boom, arrow up until it stops.12.
Press F4 – Finish.13.
Press F1 – Teach.14.
Press F2 – Arrow keys15.
Lift the boom to horizontal level (arrow down).16.
Turn the tower approx. 90º to the left (arrow left).17.
Turn the tower approx. 90º to the right of the robot (arrow right).18.
Park the tower, arrow left until it stops automatically in the center.19.
Repeat step 21 to 23.20.
Park the boom, arrow up until it stops.21.
Press F4 –F4– F2-Finish without saving the pen type.22.

From:
https://wiki.envirologic.se/ - Envirologic Support Wiki

Permanent link:
https://wiki.envirologic.se/doku.php/cc:initiate?rev=1649083291

Last update: 2022/04/04 07:41

https://wiki.envirologic.se/
https://wiki.envirologic.se/doku.php/cc:initiate?rev=1649083291

